Fulton County ADA Transition Plan

ARTS AND CULTURE
Appendix 7-10

Department

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Bldg Name

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center

and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Address

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

Room No. Name

Basement Entrance

Physical Obstacle

Mat is not securely attached to the floor.

Exit at P

Main Entrance

Basement Entrance
Accessible Route From

Accessible Parking Spaces
Leading to Main Entrance

Accessible Route From
Accessible Parking Spaces
Leading to Main Entrance

Accessible Route From
Accessible Parking Spaces
Leading to Main Entrance

Main Entrance

Basement Entrance

Emergency Exit at Workshop

Main Entrance

Unmarked Class Room by
Main Entrance

Restroom at Basement

Men's Accessible Restroom
Accessible Route From
Accessible Parking Spaces
Leading to Main Entrance
Accessible Route From
Accessible Parking Spaces
Leading to Main Entrance
Accessible Route From

Accessible Parking Spaces
Leading to Main Entrance

Classroom No. 2

Women's Accessible
Restroom

Men's Accessible Restroom

Classroom No 3

Restroom at Basement

‘Workshop at Basement

Outdoor Seating Area by
Main Entrance

Corridor by Accessible
Restroom

Women's Accessible
Restroom

Men's Accessible Restroom

exit signage is mounted on the ceiling.

Accessible entrance does not have signage
I ing the it i symbol of

Accessible entrance does not have signage
i ing the i i symbol of ibili

There is no signage posted indicating the location of
an accessible entrance.

Accessible route has a non-compliant cross slope of
7.1 % that extends 10 ft (3.04 mt).

Accessible route has a non-compliant cross slope of
5.3 % that extends 10 ft (3.04 mt).

Maneuvering clearance on the pull side of the door
has non-compliant slope of 2.8 %.

Door does not have the required maneuvering
clearance on the pull side.

Trash bin encroaches over maneuvering clearance
on the push side of the door.

Non-compliant hardware, requiring grasping and
turning of the wrist to operate.

Non-compliant knob-type door hardware, requiring
grasping and turning of the wrist to operate.

Non-compliant knob-type door hardware, requiring
grasping and turning of the wrist to operate.

Door has a non-compliant opening force of 8 Ibf.

Ramp handrails have non-compliant extensions at
top landing

Ramp handrails are mounted at 33.25" (845 mm)
above the finish floor to top of gripping surfaces,

Ramp handrails have non-compliant extensions that
are 4.5" (114 mm) long.

Permanent room identifying signage does not have
Braille or raised characters and is mounted on the
hinge side of the door.

Permanent room identifying signage does not have
Braille or raised characters and is mounted on the
door leaf.

Permanent room identifying signage does not have
Braille or raised characters and is mounted on the
door leaf.

Permanent room identifying signage does not have
Braille or raised characters.

Restroom does not have sign with Braille or raised
characters mounted on the latch side of door

Mat is not securely attached to the floor.

Mat is not securely attached to the floor.

Fire extinguisher protrudes into walkway, projecting
6" (152 mm) from back wall, and is mounted at
48.25" (1226 mm) above the finished floor to its
bottom leadina edae.

Paper towel dispenser protrudes into walkway,
projecting 8.5" (216 mm) from back wall.

Paper towel dispenser protrudes into walkway,
projecting 11" (279 mm) from back wall, and is
mounted at 46.75" (1187 mm) above the finished
floor to its bottom leading edge.

ADA Code

§302.2

§703.4.1

§216.6

§216.6

§216.6

§403.3

§403.3

8404.2.4

8404.2.4

§404.2.4

§404.2.7

§404.2.7

8404.2.7

§404.2.9

8405.5

§405.8

8405.8

§703.4.1

§703.4.1

§703.4.1

§703.4.1

§703.4.1

§302.2

§302.2

§307.2

§307.2r

§307.2r

Proposed Correction

Provide a securely attached mat with a leveled loop or level cut
pile, with texture height that is 0.5" (13 mm) max. and has a firm
cushion pad or backing (2010 ADA Fig. 302.2).

Provide additional signage on latch side with raised characters and
grade 2 Braille, mounted at 48 inches min. measured from the
baseline of the lowest tactile character and 60 inches max. from the
baseline of the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage at entrance di: ing the
symbol of accessibility.
Provide signage at entrance di: ing the

symbol of accessibility.

Post signage indicating location of the accessible entrance serving
the facility. If sign is to be placed overhead it shall have a minimum
character height of 3" (76 mm).

We recommend providing a small segment of sidewalk over the
planters and connect with sidewalk at Public Rights-of-Way, to
avoid excessive slope issues when traversing over driveway. A
small ramp may be necessary, If a small ramp is needed try
to extend the ramp run so as to provide the least running
slope possible not exceeding 5%, so that it does not trigger
requirement for handrails that may increase the cost
substantiallv

We recommend providing a small segment of sidewalk over the
planters and connect with sidewalk at Public Rights-of-Way, to
avoid excessive slope issues when traversing over driveway. A
small ramp may be necessary, If a small ramp is needed try
to extend the ramp run so as to provide the least running
slope possible not exceeding 5%, so that it does not trigger
requirement for handrails that may increase the cost
substantiallv

Rework area to provide the required 18" (457 mm) min.
maneuvering clearance on the pull side of the door beyond the
latch side and 60" (1524 mm) min. deep clear floor leveled area
with slopes not exceedina 1:48 (2010 ADA Fia. 404.2.4.1).
Reverse door swing so that it opens towards the inside of the
workshop or install an automatic door opener or rework area to
provide the required 18" (457 mm) min. maneuvering clearance on
the pull side of the door beyond the latch side and 60" (1524 mm)
min. deep clear floor leveled area with slopes not exceeding 1:48
(2010 ADA Fia. 404.2.4.1).

Relocate trash bin to provide the required 12" (304 mm) min.
maneuvering clearance on the push side of the door handle side
(2010 ADA Fig. 404.2.4.1).

Replace or retrofit with system operable with one hand, not
requiring pinching, tight grasping or turning of the wrist to operate.

Replace or retrofit with system operable with one hand, not
requiring pinching, tight grasping or turning of the wrist to operate.

Replace or retrofit with system operable with one hand, not
requiring pinching, tight grasping or turning of the wrist to operate.

Adjust o replace door closer, maintain door hinges to provide an
opening force not to exceed 5 Ibf.

Provide handrails extensions 12" (304 mm) min. beyond the top
and bottom of the ramp segment (2010 ADA Fig. 505.10.1).

For ramps rising over 6" (152 mm) provide handrails on both sides
of ramp and mount between 34" and 38" (863 mm - 965 mm)
above the ramp surface to top of gripping surfaces, extending 12"
(304 mm) min. beyond the top and bottom of the ramp segment
(2010 A

Provide handrails extensions 12" (304 mm) min. beyond the top
and bottom of the ramp segment (ADAAG Fig. 17).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. from the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. from the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. from the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. from the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. from the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide a securely attached mat with a leveled loop or level cut
pile, with texture height that is 0.5" (13 mm) max. and has a firm
cushion pad or backina (2010 ADA Fia. 302.2).
Provide a securely attached mat with a leveled loop or level cut
pile, with texture height that is 0.5" (13 mm) max. and has a firm
cushion pad or backing (2010 ADA Fig. 302.2).

Relocate or recess fire extinguisher so that it does not project more
than 4" (101 mm) from back wall to outer leading edge (2010 ADA
Fig. 307.2).

Relocate or recess paper towel dispenser so that it does not
project more than 4" (101 mm) from back wall to outer leading
edge (2010 ADA Fig. 307.2).

Relocate or recess paper towel dispenser so that it does not
project more than 4" (101 mm) from back wall to outer leading
edge (2010 ADA Fig. 307.2).

Priority

Cost

$55.00

$149.95

$149.95

$149.95

$149.95

$0.00

$2,750.00

$450.00

$1,500.00

$55.00

$291.64

$291.64

$291.64

$131.00

$360.00

$4,000.00

$360.00

$55.00

$149.95

$149.95

$149.95

$149.95

$55.00

$55.00

$131.00

$131.00

$131.00




Fulton County ADA Transition Plan

ARTS AND CULTURE
Appendix 7-10

Department

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Bldg Name

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Address

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328
254 Johnson Ferry Rd.

Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

Room No. Name

Unmarked Class Room by
Main Entrance

Kitchenette

Corridor Leading to
Accessible Restrooms

Women's Accessible
Restroom

Women's Accessible
Restroom

Men's Accessible Restroom

Men's Accessible Restroom

Corridor by Accessible
Restroom

Classroom No 3

Classroom No 3

Restroom at Basement

Restroom at Basement

Corridor Leading to
Classroom No. 2

Corridor by Accessible
Restroom

Workshop at Basement

Women's Accessible
Restroom

Men's Accessible Restroom

Classroom No. 2

Corridor Leading to
Accessible Restrooms

‘Workshop at Basement

Outdoor Seating Area by
Main Entrance

Women's Accessible

Restroom

Men's Accessible Restroom

Men's Accessible Restroom

Physical Obstacle

Soap dispenser is mounted beyond required reach
ranges over an obstruction (counter).

Paper towel dispenser is mounted beyond required
reach allowed for approach provided and is mounted
at 53.25" (1353 mm) above the finished floor to
paper.

Thermostat is mounted beyond required reach
allowed for approach provided and is mounted at
62" (1575 mm) above the finished floor to the
highest operable part.

Paper towel dispenser is mounted beyond required
reach allowed for approach provided and is mounted
at 58" (1473 mm) above the finished floor to the
highest operable part.

Privacy lock is mounted beyond required reach
allowed for approach provided and is mounted at
50" (1499 mm) ahove the finished finor

Paper towel dispenser is mounted beyond required
reach allowed for approach provided and is mounted
at 52.75" (1340 mm) above the finished floor to the
hiahest operable part.

Privacy lock is mounted beyond required reach
allowed for approach provided and is mounted at
59.5" (1511 mm) above the finished floor.

Fire extinguisher is mounted beyond required reach
allowed for approach provided and is mounted at
65" (1651 mm) above the finished floor to the hook.

Paper towel dispenser is mounted beyond required
reach allowed for approach provided at 52" (1321
mm) above the finished floor over an obstruction
(sink counter )

Soap dispenser is mounted beyond required reach
allowed for approach provided at 51" (1295 mm)
above the finished floor over an obstruction (sink
counter).

Soap dispenser is mounted beyond required reach
allowed for approach provided and is mounted at
52.25" (1327 mm) above the finished floor to the
highest operable part.

Paper towel dispenser is mounted beyond required
reach allowed for approach provided and is mounted
at 56.25" (1429 mm) above the finished floor to
highest operable part.

Coat hook is mounted beyond required reach
allowed for approach provided and is mounted at
52.5" (1334 mm) above the finished floor.

Coat hook is mounted beyond required reach
allowed for approach provided and is mounted at
67" (1702 mm) above the finished floor.

Coat hook is mounted beyond required reach
allowed for approach provided and is mounted at
55.75" (1416 mm) above the finished floor.

Privacy lock requires pinching and tight grasping to
operate.

Privacy lock requires pinching and tight grasping to
operate.

Accessible route has a non-compliant running slope
of 5.7 %.

Accessible route has a non-compliant cross slope of
2.9 %.

Accessible route has a non-compliant running slope
of 13.2 %.

The only means of access to the outdoor seating
area is by stairs.

Coat hook is mounted beyond required reach
allowed for approach provided and is mounted at
64.25" (1632 mm) above the finished floor.

Coat hook is mounted beyond required reach
allowed for approach provided and is mounted at
64" (1626 mm) above the finished floor.

Water closet is centered at 18.5" (470 mm) from
side wall.

ADA Code

§308.2.1

§308.2.1

§308.2.1

§308.2.1

§308.2.1

§308.2.1

§308.2.1

§308.2.1

§308.2.1

§308.2.1

§308.2.1

§308.2.1

§308.3

§308.3

§308.3

§309.4

§309.4

§403.3

8403.3

§403.3

§403.3

8603.4

§603.4

§604.2

Proposed Correction

Lower or install soap dispenser at 44" (1219 mm) max. above the
finished floor, over a 20"- 25" (510 mm - 1120 mm) max.
obstruction for forward approach to object (2010 ADA Fig.
308.2.1).

Lower or install paper towel dispenser at 48" (1219 mm) max.
above the finished floor to paper for forward approach to object
(2010 ADA Fig. 308.3.1). Per 36.304(d)(2)(i) Safe harbor.
Elements that comply with the corresponding technical
requirements and scoping requirements for those elements
in the 1991 Standards do not need to be modified in order to
comply with the requirements set forth in the 2010
Standards.

Lower or install thermostat at 48" (1219 mm) max. above the
finished floor to the highest operable part (2010 ADA Fig. 308.2.1).

Lower or install paper towel dispenser at 48" (1219 mm) max.

above the finished floor to the highest operable part (2010 ADA Fig.

308.3.1).

Lower or install at privacy lock 48" (1219 mm) max. above the
finished floor for forward approach to object (2010 ADA Fig.
2082 1)

Lower or install paper towel dispenser at 48" (1219 mm) max.
above the finished floor to the highest operable part for forward
approach to object (2010 ADA Fig. 308.3.1).

Lower or install privacy lock at 48" (1219 mm) max. above the
finished floor for forward approach to object (2010 ADA Fig.
308.2.1).

Lower or install fire extinguisher at 48" (1219 mm) max. above the
finished floor for forward approach to object (2010 ADA Fig.
308.2.1).

Lower or install paper towel dispenser at 44" (1219 mm) max.
above the finished floor to highest operable part, over a 20" 25"
(510 mm - 1120 mm) max. obstruction, for forward approach to
ohiect (2010 ADA Fin. 308 2 1)

Lower or install soap dispenser at 44" (1219 mm) max. above the
finished floor to the highest operable part, over a 20" 25" (510 mm
- 1120 mm) max. obstruction, for forward approach to object
(2010 ADA Fig. 308.2.1).

Lower or install soap dispenser at 48" (1219 mm) max. above the
finished floor to the highest operable part (2010 ADA Fig. 308.2.1).

Lower or install paper towel dispenser at 48" (1219 mm) max.
above the finished floor to highest operable part (2010 ADA Fig.
308.3.1).

LUWET U iisiai CUaLTIUUR @i 40 (L2159 1ilii) THaA, auuve e
finished floor for forward approach to object (2010 ADA Fig.
308.3.1). Per 36.304(d)(2)(i) Safe harbor. Elements that
comply with the corresponding technical requirements and

Lower or install coat hook at 48" (1219 mm) max. above the
finished floor for forward approach to object (2010 ADA Fig.
308.3.1).

Lower or install coat hook at 48" (1219 mm) max. above the
finished floor for forward approach to object (2010 ADA Fig.
308.3.1).

Replace or retrofit with system operable with one hand, not
requiring pinching, tight grasping or turning of the wrist to operate.

Replace or retrofit with system operable with one hand, not
requiring pinching, tight grasping or turning of the wrist to operate.

Rework area to provide a running slope not exceeding 5%.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Rework or repave accessible route to provide a running slope not
exceeding 5%.

Provide an alternative accessible location or mitigate condition by
means of a ramp or platform lift.

Lower or install coat hook at 48" (1219 mm) max. above the
finished floor for forward approach to object (For toilet and bathing
rooms only).

Lower or install coat hook at 48" (1219 mm) max. above the
finished floor for forward approach to object (For toilet and bathing
rooms only).

Relocate water closet and center between 16" and 18" (406 mm -
457 mm) from side wall ( 2010 ADA Fig. 604.2).

Priority

Cost

$131.00

$0.00

$378.14

$0.00

$0.00

$0.00

$0.00

$0.00

$131.00

$131.00

$131.00

$131.00

$0.00

$55.00

$55.00

$291.64

$291.64

$450.00

$1,250.00

$900.00

$4,390.00

$55.00

$55.00

$1,029.03
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Department

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Bldg Name

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Address

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.

Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

Room No. Name

Restroom at Basement

Men's Accessible Restroom

Restroom at Basement

Men's Accessible Restroom

Restroom at Basement

Restroom at Basement

Women's Accessible
Restroom

Men's Accessible Restroom

Physical Obstacle ADA Code
Vyaler closet is centered at 18.25" (464 mm) from §604.2
side wall.
Water closet seat is mounted at 19.5" (495 mm) §604.4
above the finished floor to top. :
Water closet side wall grab bar is mounted at 51.5"
(1308 mm) perpendicular from rear wall to centerline §604.5.1
of its outer flange.
Water closet flush control is toward the wall side. 8604.6
Water closet flush control is toward the wall side. §604.6

Toilet tissue dispenser is mounted at 11.5" (292
mm) in front of the water closet to the centerline of §604.7
the disnenser.

Accessible toilet compartment (stall) is 37" by 65.25"

Men's

Men's Accessible Restroom

Men's Accessible Restroom

Women's Accessible
Restroom

Men's Accessible Restroom

Women's Accessible
Restroom

Men's Accessible Restroom

Women's Accessible
Restroom

Men's Accessible Restroom

Classroom No. 2

Kitchenette

Classroom No 3

Workshop at Basement

Workshop at Basement

Unmarked Class Room by
Main Entrance

Classroom No. 2

(940 by 1657 mm) deep and it is configured as an §604.8.1.1
ambulatory stall.
Accessible toilet compartment (stall) does not have §604.8.1.1
compliant dimensions
Toilet (stall) door does not provide pull §604.8.1.2
handles on both sides of the door near the latch.
Accessible compartment (stall) door does not have §604.8.2.2
a self closing mechanism.
Urinal is mounted in a 31" (787 mm) wide and §605.3
65.25" (1586 mm) deep alcove. :
Stall door swings into lavatory clear floor space. §606.2
Stall door swings into lavatory clear floor space. §606.2
Lavatory has partially unwrapped bottom sink pipes. 8606.5
Lavatory has partially unwrapped bottom sink pipes. §606.5
Toilet seat cover dispenser is mounted over the §600.3
toilet tank.
Toilet seat cover dispenser is mounted on top of the
§609.3

side wall grab bar.
Kitchen sink counter does not have the required §804.3.1
knee clearance.
Kitchen sink counter does not have the required §804.3.1
knee clearance.
Kitchen sink counter does not have the required

. : §804.3.1
knee clearance due to pipes and garbage disposal.
Kitchen sink counter does not have the required §804.3.1
knee clearance.
Sink knee clearance is 26.5" (673 mm) above the §804.3.1
finished floor to bottom leading edge of fixture. -
Sink has unwrapped bottom pipes. §804.4
Sink is mounted at 36" (914 mm) above the finished §804.4

floor to top of rim.

Proposed Correction

Relocate water closet and center between 16" and 18" (406 mm -
457 mm) from side wall ( 2010 ADA Fig. 604.2). For a facility that
pre-dates the enactment of the ADA this dimension should
be considered acceptable per 1990 ADA section 3.2
Dimensional Tolerances and 2010 ADA section 104.1
Construction and Manufacturing Tolerance.

Retrofit water closet seat and mount between 17" and 19" (431
mm - 482 mm) above the finished floor to top of seat.

Install a 42" (1066 mm) min. long side wall grab bar at 54" (1371
mm) min. perpendicular from rear wall to centerline of outer flange
and mount at 33"- 36" (838 mm - 914 mm) above the finished floor
to the top of the gripping surface (ADAAG Fig. 604.5.1)

Rotate water closet flush control toward the open side or install an
electronically controlled mechanism.

Rotate water closet flush control toward the open side or install an
electronically controlled mechanism.

Relocate toilet tissue dispenser to water closet side wall at 7"-9"
(177 mm to 228 mm) in front of the water closet to the centerline of
the disnenser and 15"-48" (381 mm t0 1219 mm) ahove the
Option A) Combine both stalls to provide a fully accessible 60" by
59" (1524 mm by 1498 mm) min. toilet compartment for a floor
mounted water closet, remove existing stall partitions and one
water closet if allowed by local plumbing codes or ordinances
Option B: Remove all stall partitions and 1 water closet, provide
hardware on door and convert into a single user restroom (2010
ADA Fig. 604.8.1.1).

Remove stall partitions and install hardware on door and convert
into a fully accessible single user restroom that provides a 60" by
56" (1422 mm by 1498 mm) min. clear floor space for a floor
mounted water closet with the corresponding 60" (1524 mm) min.
diamatar whealchair tirmarcind enaca incida ractranm (2010 ANA
Provided pull handles on both sides of the door near the latch and
center door opening hardware between 34" and 48" (863 mm -
1219 mm) above the finished floor.

Provide a self closing mechanism on door with an opening force
not exceeding 5 Ibf.

Remove/relocate partitions to provide a 36" (914 mm) min. wide
alcove for a forward approach to object (2010 ADA Fig. 305.7.1).

Reverse door swing or reconfigure fixtures and/or offset partitions
to provide a 30" by 48" (762 mm by 1219 mm) min. lavatory clear
floor space (2010 ADA Fig. 305).

Reverse door swing or reconfigure fixtures and/or offset partitions
to provide a 30" by 48" (762 mm by 1219 mm) min. lavatory clear
floor space (2010 ADA Fig. 305).

Cover (insulate) lavatory bottom supply and drain pipes or
reconfigure to protect against contact.

Cover (insulate) lavatory bottom supply and drain pipes or
reconfigure to protect against contact.

Relocate toilet seat cover dispenser and mount between 15" to
48" (380 mm - 1219 mm) above the finished floor for unobstructed
forward approach to object (2010 ADA Fig. 308.2.1). If mounted
below the side wall grab bar there shall be a clearance of 1.5
(38 mm) below the grab bar . If mounted above the side wall
arab bar there shall be a clearance of 12" (305 mm) min.

Relocate toilet seat cover dispenser to provide a clear space
between the side wall grab bar and projecting objects above of 12"
(305 mm) min. (2010 ADA Fig. 609.3).

Rework sink to provide a 27" (685 mm) min. knee clearance above
the finished floor to bottom leading edge of fixture at an 8" (203
'mm) min. horizontal projection (2010 ADA Fig. 306.3)

Rework sink to provide a 27" (685 mm) min. knee clearance above
the finished floor to bottom leading edge of fixture at an 8" (203
mm) min. horizontal projection (2010 ADA Fig. 306.3)

Rework sink to provide a 27" (685 mm) min. knee clearance above
the finished floor to bottom leading edge of fixture, that is 30" (762
mm) min. wide, with an 8" (203 mm) min. horizontal projection
(2010 ADA Fia. 306.3)

Rework sink to provide a 27" (685 mm) min. knee clearance above
the finished floor to bottom leading edge of fixture at an 8" (203
mm) min. horizontal projection (2010 ADA Fig. 306.3)

Rework sink to provide a 27" (685 mm) min. knee clearance above

the finished floor to bottom leading edge of fixture at an 8" (203
'mm) min. horizontal projection (2010 ADA Fig. 306.3)

Cover (insulate) sink bottom supply and drain pipes.

Relocate and/or mount sink at 34" (863 mm) max. above the
finished floor to top of rim.

Cost

$0.00

$0.00

$150.00

$350.00

$350.00

$131.00

$2,119.74

$2,119.74

$0.00

$0.00

$0.00

$0.00

$0.00

$120.12

$120.12

$131.00

$131.00

$0.00

$0.00

$500.00

$0.00

$500.00

$120.12

$1,891.00
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Appendix 7-10

Department

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Bldg Name

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center
and Crafts

Abernathy Arts Center

Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Address

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry Rd.
Sandy Springs, GA 30328

254 Johnson Ferry

Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

Room No. Name

Classroom No. 2

Kitchenette

Kitchenette

Classroom No 3

Workshop at Basement

Unmarked Class Room by
Main Entrance

Classroom No. 2

Classroom No 3

Kitchenette

Classroom No 3

Workshop at Basement

Women's

Physical Obstacle

Sink has unwrapped bottom pipes.

Sink is mounted at 36.5" (927 mm) above the
finished floor to top of rim.

Sink has unwrapped bottom pipes.

Sink has unwrapped bottom pipes.

Sink has unwrapped bottom pipes.

Wall cabinets over the work surface are mounted at
51" (1295 mm) above the finished floor to the
bottom shelf.

Wall cabinets over the work surface are mounted at
56.25" (1429 mm) above the finished floor to the
bottom shelf.

Wall cabinets over the work surface are mounted at
62.25" (1581 mm) above the finished floor to the
bottom shelf.

Table has a non-compliant clear floor space
provided due to pedestal base.

Tables and desk have a non-compliant knee
clearance and/or non-compliant clear floor space.

Pottery wheels have a non-compliant knee
clearance and non-compliant clear floor space.

Restroom

Women's

Toilet P (stall) door does not provide pull
handles on both sides of the door near the latch.

Restroom

Accessible Route Leading to
Main Entrance

Main Entrance

Ramp Leading to Accessible
Parking Spaces at Abernathy
Greenway Park

Main Entrance

Ramp Leading to Accessible
Parking Spaces at Abernathy
Greenway Park

Ramp Leading to Accessible
Parking Spaces at Abernathy
Greenway Park

Accessible Parking Spaces

Accessible Parking Spaces

Accessible Parking Spaces

Accessible Parking Spaces

Accessible Parking Spaces

Accessible Parking Spaces

Accessible Parking Spaces

Accessible Parking Spaces

P (stall) door does not have
a self closing mechanism.

There is no signage posted indicating the location of
an accessible entrance.

Accessible entrance does not have signage
I the i symbol of

There is no signage posted indicating the location of
an accessible entrance.

Mat is not securely attached to the floor.

Bottom landing has a non-compliant 8.2 % surface
slope.

Handrails extensions are mounted over the sloped
area of ramp.

Accessible parking spaces are not clearly outlined or
need re-striping.

Access aisle on left has a non-compliant running
slope of up to 3.8% due to driveway

Access aisle on right has a non-compliant running
slope of up to 5.6% due to driveway

Accessible parking space in the middle does not
have signage indicating the penalty for illegal use of
the parking space.

Accessible parking space on right does not have
signage indicating accessible parking.

Accessible parking space (on middle) has a non-
compliant running slope of up to 4.2% due to
driveway

Accessible parking space on left has a non-
compliant running slope of up to 6.3% due to
driveway

Accessible parking on right space has a non-
compliant running slope of up to 6.0% due to
driveway

ADA Code

§804.4

§804.4

§804.4

§804.4

§804.4

§804.5

§804.5

§804.5

§902.2

§902.2

§902.2

§604.8.1.2

§604.8.2.2

§216.6

§216.6

§216.6

§302.2

§405.7.1

8405.8

§502.2

§502.4

§502.4

§502.6

§502.6

§504.2

§504.2

§504.2

Proposed Correction

Cover (insulate) sink bottom supply and drain pipes.

Relocate and/or mount sink at 34" (863 mm) max. above the
finished floor to top of rim.

Cover (insulate) sink bottom supply and drain pipes.

Cover (insulate) sink bottom supply and drain pipes.

Cover (insulate) sink bottom supply and drain pipes.

Relocate wall cabinets, above the work surface, and mount at 48"
(1219 mm) max. above the finished floor to the bottom shelf.
Handles shall be mounted as close to the bottom as possible.

Relocate wall cabinets, above the work surface, and mount at 48"
(1219 mm) max. above the finished floor to the bottom shelf.
Handles shall be mounted as close to the bottom as possible.

Relocate wall cabinets, above the work surface, and mount at 48"
(1219 mm) max. above the finished floor to the bottom shelf.
Handles shall be mounted as close to the bottom as possible.

Replace with a new table mounted between 28" (710 mm) min. and
34" (865 mm) max. above the finished floor or ground. The table
must provide a knee clearance that is at least 27" (685 mm) high,
30" (762 mm) wide and with a horizontal projection that is 17" (432
mm) deep. With it's corresponding 30" by 48" (762 mm by 1219
mm) min. wheelchair clear floor space (2010 ADA Figs. 305.5 (a),
306.2 (a)(b) and 306.3 (a)(b)

Replace with a new table mounted between 28" (710 mm) min. and
34" (865 mm) max. above the finished floor or ground. The table
must provide a knee clearance that is at least 27" (685 mm) high,
30" (762 mm) wide and with a horizontal projection that is 17" (432
mm) deep. With it's corresponding 30" by 48" (762 mm by 1219
mm) min. wheelchair clear floor space (2010 ADA Figs. 305.5 (a),
306.2 (a)(b) and 306.3 (a)(b)

Provide pottery wheel with the surface mounted at 28" to 34" (711
mm to 863 mm) above the finished to the top, with a corresponding
30" by 48" (762 mm by 1219 mm) clear floor space, 27" (685 mm)
min. bottom knee clearance above the finished floor, that is 30"
9762 mm) min. wide and has a 17" (430 mm) horizontal projection.

Provided pull handles on both sides of the door near the latch and
center door opening hardware between 34" and 48" (863 mm -
1219 mm) above the finished floor.

Provide a self closing mechanism on door with an opening force
not exceeding 5 Ibf.

Post signage indicating location of the accessible entrance serving
the facility. If sign is to be placed overhead it shall have a minimum
character heiaht of 3" (76 mm).

entrance ing the

Provide signage at
symbol of accessibilty.

Post signage indicating location of the accessible entrance serving
the facility. If sign is to be placed overhead it shall have a minimum
character height of 3" (76 mm).

Provide a securely attached mat with a leveled loop or level cut
pile, with texture height that is 0.5" (13 mm) max. and has a firm
cushion pad or backing (2010 ADA Fig. 302.2).

Rework landing to provide a surface slope not exceeding 2% in all
directions (2010 ADA Fig. 405.7).

Rework handrails so that they extend horizontally above the landing
12" (304 mm) min. beyond the top and bottom of ramp runs (2010
ADA Fig. 505.10.1)

Restripe to provide an accessible parking space 96" (2438 mm)
min. wide and a 60" (15258 mm) min. wide access aisle with a
surface slope not exceeding 2% in all directions (2010 ADA Figs.
502.3).

Due to site we relocating

parking spaces and reworking area to provide an accessible
parking space with surface slope not exceeding 2% in all directions.

Due to site ints we re relocating
parking spaces and reworking area to provide an accessible
parking space with surface slope not exceeding 2% in all directions.

Install sign indicating parking di: ing the i

symbol of accessibility, bearing the caption "Parking by disabled
Permit only” and the penalty for illegal use of this space, and mount
at 60" (1524 mm) min. above the finish floor

Install signage indicating accessible parking that displays the
international symbol of accessibility and mount at 60" (1524 mm)
min. above the finished floor.

Due to site ints we relocating
parking spaces and reworking area to provide an accessible
parking space with surface slope not exceeding 2% in all directions.

Due to site ints we relocating
parking spaces and reworking area to provide an accessible
parking space with surface slope not exceeding 2% in all directions.

Due to site ints we relocating
parking spaces and reworking area to provide an accessible
parking space with surface slope not exceeding 2% in all directions.

Priority

Cost

$120.12

$1,891.00

$120.12

$120.12

$120.12

$1,891.00

$1,891.00

$1,891.00

$452.12

$372.14

$765.00

$0.00

$0.00

$149.95

$149.95

$149.95

$55.00

$900.00

$1,160.00

$0.00

$0.00

$0.00

$0.00

$0.00

$0.00

$0.00

$7,589.56
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Department

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Bldg Name

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center

Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center

Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Address

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

Room No. Name

Ginko Room

Magnolia Room

Women's Accessible
Restrooms

Women's Accessible
Restrooms

Ginko Room

Ginko Room

Magnolia Room

Magnolia Room

Magnolia Room

Magnolia Room

Women's Accessible
Restrooms

Men's Accessible Restrooms

Ginko Room

Magnolia Room

Women's Accessible
Restrooms

Women's Accessible
Restrooms

Corridor Leading to
Restrooms

Women's Accessible
Restrooms

Women's Accessible
Restrooms

Men's Accessible Restrooms

Ramp Leading to Accessible
Parking Spaces at Abernathy
Greenway Park

Ramp Leading to Accessible
Parking Spaces at Abernathy
Greenway Park

Women's Accessible
Restrooms

Men's Accessible Restrooms

Women's Accessible
Restrooms

Men's Accessible Restrooms

Physical Obstacle

Permanent room identifying signage does not have
Braille or raised characters.

Permanent room identifying signage does not have
Braille or raised characters.

Hand dryer protrudes into walkway, projecting 8"
(203 mm) from back wall, and is mounted at 43.5"
(1105 mm) above the finished floor to its bottom
leading edge.

Sanitary napkin/tampon dispenser protrudes into
walkway, projecting 6.75" (171 mm) from back wall,
and is mounted at 41.25" (1048 mm) above the
finished floor to its bottom leadina edae.

Soap dispenser is mounted beyond required reach
allowed for approach provided at 37" (940 mm)
above the finished floor over a 29.5" (749 mm)
obstruction (counter).

Paper towel dispenser is mounted beyond required
reach allowed for approach provided at 49.25"
(1251 mm) above the finished floor over a 29.5"
(749 mm) obstruction (counter).

Light switch is mounted at 49" (1245 mm) above the
finished floor to the centerline of the highest
operable part.

Kitchen outlet is mounted at a non-compliant height
over an obstruction (sink counter).

Paper towel dispenser is mounted beyond required
reach allowed for approach provided at 47.5" (1206
mm) above the finished floor over a 29.5" (749 mm)
obstruction (counter).

Soap dispenser is mounted beyond required reach
allowed for approach provided at 47.5" (1206 mm)
above the finished floor over a 29.5" (749 mm)
obstruction (counter).

Toilet seat cover dispenser is mounted beyond
reach ranges at 51" (1295 mm) above the finished
floor and is mounted behind the water closet.

Toilet seat cover dispenser is mounted beyond
reach ranges at 53" (1346 mm) above the finished
floor and is mounted behind the water closet.

Coat hook is mounted beyond required reach
allowed for approach provided and is mounted at
64" (1626 mm) above the finished floor.

Coat hook is mounted beyond required reach
allowed for approach provided and is mounted at
60.25" (1530 mm) above the finished floor.

Sanitary napkin dispenser requires pinching and tight
grasping to operate.

Tampon dispenser hardware requires pinching and
tight grasping to operate.

Furniture and equipment encroaches passage width
reducing it to less than 36" (914 mm).

Sanitary napkin dispenser encroaches passage
width reducing it to 34.75" (883 mm).

Door has a non-compliant opening force of 12 Ibf.

Door has a non-compliant opening force of 15 Ibf.

Ramp handrails are not continous due to stairs.

Ramp handrails do not provide curb or barrier edge
protection.

Lavatory mirror is mounted at 41.25" (1048 mm)
above the finished floor to bottom edge of its
reflecting surface.

Lavatory mirror is mounted at 41.25" (1048 mm)
above the finished floor to bottom edge of its
reflecting surface.

Coat hook is mounted beyond required reach
allowed for approach provided and is mounted at
54" (1372 mm) above the finished floor.

Coat hook is mounted beyond required reach
allowed for approach provided and is mounted at
51.25" (1302 mm) above the finished floor.

ADA Code

§703.4.1

§703.4.1

§307.2r

§307.2r

§308.2.1

§308.2.1

§308.2.1

§308.2.1

§308.2.1

§308.2.1

§308.2.1

§308.2.1

§308.3

§308.3

§309.4

§309.4

8403.5.1

§403.5.1

8404.2.9

§404.2.9

8405.8

§405.9.2

§603.3

§603.3

§603.4

8603.4

Proposed Correction

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. from the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. from the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Relocate or recess hand dryer so that it does not project more than
4" (101 mm) from back wall to outer leading edge (2010 ADA Fig.
307.2).

Relocate or recess sanitary napkin/tampon dispenser so that it
does not project more than 4" (101 mm) from back wall to outer
leading edge (2010 ADA Fig. 307.2).

Lower or install soap dispenser at 44" (1219 mm) max. above the
finished floor, over a 20"- 25" (510 mm - 1120 mm) max.
obstruction, for forward approach to object (2010 ADA Fig.
308.2.1).

Lower or install paper towel dispenser at 44" (1219 mm) max.
above the finished floor, over a 20"- 25" (510 mm - 1120 mm) max.
obstruction, for forward approach to object (2010 ADA Fig.

308.2.1).

Install light switch at 48" (1219 mm) max. above the tinished tioor to
the highest operable part for a forward approach to object (2010
ADA Fig. 308.2.1). Per 36.304(d)(2)(i) Safe harbor. Elements

that aam
Lower or install outlet at 44" (1219 mm) max. above the finished
floor, over a 20"- 25" (510 mm - 1120 mm) max. obstruction, and
at 15" (381 mm) min_ahnve the finished flnor to the centerline for
Lower or install Paper towel dispenser at 44" (1219 mm) max.
above the finished floor, over a 20"- 25" (510 mm - 1120 mm) max.
obstruction, for forward approach to object (2010 ADA Fig.
308.2.1).

Lower or install soap dispenser at 44" (1219 mm) max. above the
finished floor, over a 20"- 25" (510 mm - 1120 mm) max.
obstruction, for forward approach to object (2010 ADA Fig.
308.2.1).

Al with the

Relocate toilet seat cover dispenser and mount between 15" to
48" (380 mm - 1219 mm) above the finished floor for unobstructed
forward approach to object (2010 ADA Fig. 308.2.1).

Relocate toilet seat cover dispenser and mount between 15" to
48" (380 mm - 1219 mm) above the finished floor for unobstructed
forward approach to object (2010 ADA Fig. 308.2.1).

Lower or install coat hook at 48" (1219 mm) max. above the
finished floor for forward approach to object (2010 ADA Fig.
308.3.1).

Lower or install coat hook at 48" (1219 mm) max. above the
finished floor for forward approach to object (2010 ADA Fig.
308.3.1).

Replace or retrofit with system operable with one hand, not
requiring pinching, tight grasping or turning of the wrist to operate.

Replace or retrofit with system operable with one hand, not
requiring pinching, tight grasping or turning of the wrist to operate.

Relocate furniture and equipment to provide a 36" (914 mm) min.
clear width continuously (2010 ADA Fig. 403.5.1).

Relocate item to provide a 36" (914 mm) min. clear width
continuously (2010 ADA Fig. 403.5.1).

Adjust or replace door closer, maintain door hinges to provide an
opening force not to exceed 5 Ibf.

Adjust or replace door closer, maintain door hinges to provide an
opening force not to exceed 5 Ibf.

Provide continous handrails on both sides of ramp and mount
between 34" and 38" (863 mm - 965 mm) above the ramp surface
to top of gripping surfaces, extending 12" (304 mm) min. beyond
the top and bottom of the ramp segment (2010 ADA 505.10.1)

Rework ramp to provide a curb or barrier that prevents the
passage of a 4" (100 mm) diameter sphere, where any portion of
the sphere is within 4" (100 mm) of the finished floor or ground
surface (2010 ADA Fig 405.9.2)

Lower lavatory mirror to 40" (1016 mm) max. above the finished
floor to bottom edge of its reflecting surface.

Lower lavatory mirror to 40" (1016 mm) max. above the finished
floor to bottom edge of its reflecting surface.

Lower or install coat hook at 48" (1219 mm) max. above the
finished floor for forward approach to object. Per 36.304(d)(2)(i)
Safe harbor. Elements that comply with the corresponding
technical requirements and scoping requirements for those
elements in the 1991 Standards do not need to be modified in
order to comply with the requirements set forth in the 2010
Standards

CUWE! U Mistan Coat 1uun au 0" (1205 111111 1aA: auove tie
finished floor for forward approach to object. Per 36.304(d)(2)(i)
Safe harbor. Elements that comply with the corresponding

technical requirements and scoping requirements for those

Priority

Cost

$149.95

$149.95

$378.14

$131.00

$131.00

$131.00

$0.00

$378.00

$131.00

$131.00

$131.00

$131.00

$55.00

$131.00

$288.00

$0.00

$55.00

$0.00

$131.00

$131.00

$0.00

$6,400.00

$131.00

$131.00

$0.00

$0.00
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Department

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Bldg Name

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Abernathy Arts Center
Annex

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Address

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

254 Johnson Ferry
Sandy Springs, GA 30328

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337
4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

Room No. Name

Women's Accessible
Restrooms

Men's Accessible Restrooms wal

Men's Accessible Restrooms

Women's Accessible
Restrooms

Men's

Physical Obstacle

Water closet is centered at 18.25" (464 mm) from
side wall.

Water closet is centered at 19" (483 mm) from side

Water closet seat is mounted at 19.5" (495 mm)
above the finished floor to top.

Water closet side wall grab bar is mounted at 46.5"
(1181 mm) perpendicular from rear wall to centerline
of its outer flange.

Water closet side wall grab bar is mounted at 46.5"

Women's Accessible
Restrooms

Men's Accessible Restrooms

Women's Accessible
Restrooms

Men's Accessible Restrooms

Women's

(1181 mm) from rear wall to centerline
of its outer flange.

Water closet rear wall grab bar is mounted at 37.25"
(946 mm) above the finished floor to the top of the
gripping surface.

Water closet rear wall grab bar is mounted at 37.25"
(946 mm) above the finished floor to the top of the
gripping surface.

Toilet tissue dispenser is mounted at 17.25" (438
mm) in front of the water closet to the centerline of
the dispenser.

Toilet tissue dispenser is mounted at 13" (330 mm)
in front of the water closet to the centerline of the
dispenser.

Restrooms

Men's Accessible Restrooms

Women's Accessible
Restrooms

Men's Accessible Restrooms

Ginko Room

Ginko Room

Ginko Room

Magnolia Room

Main Entrance

toilet (stall) is 56.5" (1435
mm) wide.

Accessible toilet compartment (stall) is 54.5" (1384
mm) wide.

Toilet seat cover dispenser is mounted 7" (178 mm)
over the rear wall grab bar.

Toilet seat cover dispenser is mounted 9.75" (248
mm) over the side wall grab bar.

Sink has unwrapped bottom pipes.

Sink knob-type faucet requires pinching and tight
grasping to operate.

Wall cabinets over the work surface are mounted at
61.75" (1568 mm) above the finished floor to the
bottom shelf.

Wall cabinets over the work surface are mounted at
60.75" (1543 mm) above the finished floor to the
bottom shelf.

Counter is mounted at 41.75" (1060 mm) above the
finished floor.

‘Women's
Restrooms

Men's Accessible Restrooms

Men's

Toilet (stall) door does not provide pull
handles on both sides of the door near the latch.

Toilet compartment (stall) door does not provide pull
handles on both sides of the door near the latch.

Accessible compartment (stall) door does not have

Multipurpose Room

Multipurpose Room

Path of Travel From Street to
Main Entrance

Path of Travel From Street to
Main Entrance

Main Entrance

Men's Restroom

aself closing

Emergency pull station is mounted at 49" (1245
mm) above the finished floor to highest operable
part.

Emergency exit does not have sign with Braille or
raised characters mounted on the latch side of door.

The surface of the walkway is broken or unstable.

Walkway has a vertical change in level.

Door bell is mounted beyond required reach allowed
for approach provided and is mounted at 57.5"
(1460 mm) above the finished floor.

Maneuvering clearance on the pull side of the door is
17" (432 mm).

ADA Code

§604.2

§604.2

§604.4

8604.5.1

8604.5.1

8604.5.2

8604.5.2

§604.7

8604.7

§604.8.1.1

§604.8.1.1

§609.3

§609.3

§804.4

§804.4

§804.5

§804.5

8904.4.1

§604.8.1.2

§604.8.1.2

§604.8.2.2

§308.2.1

§703.4.1

§302.1

§303.2

§308.2.1

8404.2.4

Proposed Correction

Relocate water closet and center between 16" and 18" (406 mm -
457 mm) from side wall ( 2010 ADA Fig. 604.2). This dimension
should be considered acceptable per 1990 ADA section 3.2
Dimensional Tolerances and 2010 ADA section 104.1
Construction and Manufacturina Tolerance.

Relocate water closet and center between 16" and 18" (406 mm -
457 mm) from side wall ( 2010 ADA Fig. 604.2).

Retrofit water closet seat and mount between 17" and 19" (431
mm - 482 mm) above the finished floor to top of seat.

Install a 42" (1066 mm) min. long side wall grab bar at 54" (1371
mm) min. perpendicular from rear wall to centerline of outer flange
and mount at 33"- 36" (838 mm - 914 mm) above the finished floor

to the top of the arippina surface (ADAAG Fia. 604.5.1)
Instail a 42" (1Ubb MMm) min. 10ng Side wall grab bar at 54" (1371

mm) min. perpendicular from rear wall to centerline of outer flange
and mount at 33"- 36" (838 mm - 914 mm) above the finished floor

tn thn tan nf tha nrinnine corann (ANAAC Cin G0 E 1)

Relocate rear wall grab bar and mount between 33" and 36" (838
mm - 914 mm) above the finished floor to the top of the gripping
surface.

Relocate rear wall grab bar and mount between 33" and 36" (838
mm - 914 mm) above the finished floor to the top of the gripping
surface.

Relocate toilet tissue dispenser to water closet side wall at 7"-9"
(177 mm to 228 mm) in front of the water closet to the centerline of
the dispenser and 15"-48" (381 mm to 1219 mm) above the
finished floor to the dispenser outlet.

Relocate toilet tissue dispenser to water closet side wall at 7"-9"
(177 mm to 228 mm) in front of the water closet to the centerline of
the dispenser and 15"-48" (381 mm to 1219 mm) above the
finished floor to the dispenser outlet.

Rework partitions and/or fixtures to provide a 60" (1524 mm) min.
wide by 56" (1422 mm) min. deep accessible toilet compartment
for a wall mounted water closet (2010 ADA Fig. 604.8.1.1).
KEWOTK Partitions ana/or TIXILFes 10 provide a bu™ (1524 mm) min
wide by by 56" (1422 mm) min. deep accessible toilet
compartment for a wall mounted water closet (2010 ADA Fig.

POV RN

Relocate toilet seat cover dispenser and mount between 15" to
48" (380 mm - 1219 mm) above the finished floor for unobstructed
forward approach to object (2010 ADA Fig. 609.3). If mounted
below the side wall grab bar there shall be a clearance of 1.5"
(38 mm) below the grab bar . If mounted above the side wall
grab bar there shall be a clearance of 12" (305 mm) min.
above the grab bar (2010 ADA Fig 609.3)

Relocate toilet seat cover dispenser to provide a clear space
between the rear wall grab bar and projecting objects above of 12"
(305 mm) min. (2010 ADA Fig. 609.3).

Cover (insulate) sink bottom supply and drain pipes.

Replace or retrofit sink controls with paddle-operated, push-type or
electronically-controlled mechanism.

Relocate wall cabinets, above the work surface, and mount at 48"
(1219 mm) max. above the finished floor to the bottom shelf.
Handles shall be mounted as close to the bottom as possible.

Relocate wall cabinets, above the work surface, and mount at 48"
(1219 mm) max. above the finished floor to the bottom shelf.
Handles shall be mounted as close to the bottom as possible.

Provide an alternative counter or rework main counter to provide a
portion that is 36" (914 mm) min. long, mounted at 36" (914 mm)
max. above the finished floor to the top (For a parallel approach to
counter).

Provided pull handles on both sides of the door near the latch and
center door opening hardware between 34" and 48" (863 mm -
1219 mm) above the finished floor.

Provided pull handles on both sides of the door near the latch and
center door opening hardware between 34" and 48" (863 mm -
1219 mm) above the finished floor.

Provide a self closing mechanism on door with an opening force
not exceeding 5 Ibf.

Lower or install emergency pull station at 48" (1219 mm) max.
above the finished floor to highest operable part (2010 ADA Fig.
308.2.1). Per 36.304(d)(2)(i) Safe harbor. Elements that
comply with the corresponding technical requirements and
scoping requirements for those elements in the 1991
Standards do not need to be modified in order to comply with
the reauirements set forth in the 2010 Standards.

Provide signage on latch side with raised characters and grade 2
Braille, mounted at 48 inches min. measured from the baseline of
the lowest tactile character and 60 inches max. from the baseline of
the highest tactile character (2010 ADA Fig. 703.4.1).

Rework and clean sidewalk to provide a stable, firm, and slip-
resistant floor surface.

Rework area and provide a 0.25" (6 mm) max. vertical change of
level, with a slope no greater than 1:2 (2010 ADA Fig. 303.2).

Lower or install door bell at 48" (1219 mm) max. above the finished
floor for forward approach to object (2010 ADA Fig. 308.2.1).

Install an automatic door opener or rework area to provide the
required 18" (457 mm) min. maneuvering clearance on the pull side
of the door beyond the latch side and 60" (1524 mm) min. deep
clear floor leveled area with slopes not exceeding 1:48 (2010 ADA
Fig. 404.2.4.1).

Priority

Cost

$0.00

$0.00

$1,029.03

$150.00

$150.00

$150.00

$150.00

$131.00

$131.00

$2,119.74

$2,119.74

$0.00

$0.00

$120.12

$228.00

$1,891.00

$1,891.00

$372.14

$55.00

$55.00

$291.64

$0.00

$149.95

$900.00

$0.00

$131.00

$1,500.00
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Department

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Bldg Name

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education

Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Camp Truitt Education
Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Address

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337
4300 Herschel Road
College Park, GA 30337
4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

4300 Herschel Road
College Park, GA 30337

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

Room No. Name

Women's Restroom

Men's Restroom

Men's Restroom

Two Accessible Parking
Spaces in Front of Main
Entrance
Two Accessible Parking
Spaces in Front of Main
Entrance
Two Accessible Parking
Spaces in Front of Main
Entrance

Kitchen Adjacent to Event
Hall

Men's Restroom

Men's Restroom

Women's Restroom

‘Women's Restroom

Drinking fountains Adjacent
to Restrooms

Men's Restroom

Men's Restroom

Men's Restroom

Men's Restroom

Women's Restroom

‘Women's Restroom

Men's Restroom

Men's Restroom

Women's Restroom

Kitchen Adjacent to Event
Hall

Main Entrance

Main Entrance

Auditorium

Main Entrance

Classroom No. 10 (Media
Arts)

Dance Studio Room No. 12

Visual Arts Room No. 9

Room No. 11

Wheel Pottery Room No. 14

Unisex

Physical Obstacle

Maneuvering clearance on the pull side of the door is
16.5" (419 mm).

Door closing time is less than 5 seconds.

Door has a non-compliant opening force of 8 Ibf.

Right accessible parking space markings are faded.
Left accessible parking space markings are faded.

Access aisle markings are faded.

Paper towel dispenser is mounted beyond required
reach allowed for approach provided and is mounted
at 49.75" (1264 mm) above the finished floor to
paper.

Paper towel dispenser is mounted beyond required
reach allowed for approach provided and is mounted
at 51.5" (1308 mm) above the finished floor to
paper.

Toilet seat cover dispenser is mounted behind the
water closet.

Paper towel dispenser is mounted beyond required
reach allowed for approach provided and is mounted
at 51.5" (1308 mm) above the finished floor to
paper.

Toilet seat cover dispenser is mounted behind the
water closet.

Drinking fountain on right side has a 26.75" (679
mm) knee clearance.

Water closet seat is mounted at 19.5" (495 mm)
above the finished floor to top.

Accessible toilet stall door is 5.75" (146 mm) away
from side wall

Accessible stall door does not provide pull handles
on both sides of the door near the latch.

Accessible compartment (stall) door does not have
a self closing mechanism.

Accessible stall door does not provide pull handles
on both sides of the door near the latch.

Accessible stall door does not have a self closing
mechanism.

Urinal is mounted at 18.75" (476 mm) above the
finished floor to top of rim.

Toilet paper dispensers is mounted 3" (76.2 mm)
over the side wall grab bar.

Toilet tissue dispenser is mounted 2.5" (64 mm)
over the side wall grab bar.

Wall cabinets over the work surface are mounted at

55.75" (1416 mm) above the finished floor to the
bottom shelf.

Mat is not securely attached to the floor.

Accessible entrance does not have signage
I ing the i ional symbol of ibili

There is no indication of the number of assistive
listening devices provided in the auditorium

Mat is not securely attached to the floor.

Vision lights are mounted at a non-compliant height
above the finished floor.

Vision lights are mounted at a non-compliant height
above the finished floor.

Vision lights are mounted at 55.5" (1410 mm) above
the finished floor.

Vision lights are mounted at 57.5" (1460 mm) above
the finished floor.

Vision lights are mounted at 57" (1448 mm) above
the finished floor.

on Right

Trash bin over ing cle
on the pull side of the door reducing it to 8" (203
mm)

ADA Code

8404.2.4

§404.2.8.1

8404.2.9

§502.3.3

§502.3.3

§502.3.3

§308.2.1

§308.2.1

§308.2.1

§308.2.1

§308.2.1

§602.1

8604.4

§604.8.1.1

§604.8.2.2

§604.8.2.2

§604.8.2.2

§604.8.2.2

§605.2

§609.3

§609.3

§804.5

§302.2

§216.6

§219.1

§302.2

8404.2.11

8404.2.11

§404.2.11

8404.2.11

8404.2.11

8404.2.4

Proposed Correction

Install an automatic door opener or rework area to provide the
required 18" (457 mm) min. maneuvering clearance on the pull side
of the door beyond the latch side and 60" (1524 mm) min. deep
clear floor leveled area with slopes not exceeding 1:48 (2010 ADA
Fig. 404.2.4.1).

Provide a sweep period of 5 seconds min. measured from 90°
open position to a position of 12° from door latch.

Adjust or replace door closer, maintain door hinges to provide an
opening force not to exceed 5 Ibf.

Restripe to provide an accessible parking space 96" (2438 mm)
min. wide (2010 ADA Figs. 502.3).

Restripe to provide an accessible parking space 96" (2438 mm)
min. wide (2010 ADA Figs. 502.3).

Restripe area to provide an accessible parking space that has a
60" (1524 mm) min. wide access aisle with a surface slope not
exceedina 2% in all directions (2010 ADA Fia. 502.3).

Lower or install paper towel dispenser at 48" (1219 mm) max.
above the finished floor to paper for forward approach to object
(2010 ADA Fig. 308.3.1). Per 36.304(d)(2)(i) Safe harbor.
Elements that comply with the corresponding technical
requirements and scoping requirements for those elements
in the 1991 Standards do not need to be modified in order to
comply with the requirements set forth in the 2010
Standards.

Lower or install paper towel dispenser at 48" (1219 mm) max.
above the finished floor to paper for forward approach to object
(2010 ADA Fig. 308.3.1). Per 36.304(d)(2)(i) Safe harbor.
Elements that comply with the corresponding technical
requirements and scoping requirements for those elements
in the 1991 Standards do not need to be modified in order to
comply with the requirements set forth in the 2010
Standards.

Patch wall and relocate toilet seat cover dispenser and mount
between 15" to 48" (380 mm - 1219 mm) above the finished floor

far innhetrictad fanward annraach ta nhiect (2010 Al in
LOWEL U 1151l Papel LOWE! Uspen st al 40 (L2191

above the finished floor to paper for forward approach to object
(2010 ADA Fig. 308.3.1). Per 36.304(d)(2)(i) Safe harbor.
Elements that comply with the corresponding technical

Patch wall and relocate toilet seat cover dispenser and mount
between 15" to 48" (380 mm - 1219 mm) above the finished floor
for unobstructed forward approach to object (2010 ADA Fig.
308.2.1).

Relocate/rework fountain to provide a 27" (685 mm) min. knee
clearance above the finished floor, 30" (762 mm) min. wide and 25"
(635 mm) max. deep (2010 ADA Fig. 306.3).

Retrofit water closet seat and mount between 17" and 19" (431
mm - 482 mm) above the finished floor to top of seat.

Rework partitions to provide 4" (102 mm) max from side wall to
door (2010 ADA Fig. 604.8.1.1).

Provide pull handles on both sides of the door near the latch and
center door opening hardware between 34" and 48" (863 mm -
1219 mm) above the finished floor.

Provide a self closing mechanism on door with an opening force
not exceeding 5 Ibf.

Provide pull handles on both sides of the door near the latch and
center door opening hardware between 34" and 48" (863 mm -
1219 mm) above the finished floor.

Provide a self closing mechanism on door with an opening force
not exceeding 5 Ibf.

Lower urinal and mount at 17" (431 mm) max. above the finished
floor to top of rim. (2010 ADA Fig. 605.2)

Relocate toilet paper dispenser to provide a clear space between
the side wall grab bar and projecting objects above of 12" (305
mm) min. (2010 ADA Fig. 609.3).

Relocate item to provide a clear space between the side wall grab
bar and projecting objects above of 12" (305 mm) min. (2010 ADA
Fig. 609.3).

Relocate wall cabinets, above the work surface, and mount at 48"
(1219 mm) max. above the finished floor to the bottom shelf.
Handles shall be mounted as close to the bottom as possible.

Provide a securely attached mat with a leveled loop or level cut
pile, with texture height that is 0.5" (13 mm) max. and has a firm
cushion pad or backing (2010 ADA Fig. 302.2).

Provide signage at entrance di ing the

symbol of accessibilty.

Provide hard-wired and/or wireless assistive listening systems as
required by Table 219.3. Twenty five percent minimum of receivers
shall be hearing aid compatible.

Provide a securely attached mat with a leveled loop or level cut
pile, with texture height that is 0.5" (13 mm) max. and has a firm
cushion pad or backing (2010 ADA Fig. 302.2).

Provide at least one see-thru glazed panel mounted at 43" (1090
mm) max. above the finished floor.

Provide at least one see-thru glazed panel mounted at 43" (1090
mm) max. above the finished floor.
Provide at least one see-thru glazed panel mounted at 43" (1090
mm) max. above the finished floor.

Provide at least one see-thru glazed panel mounted at 43" (1090
mm) max. above the finished floor.

Provide at least one see-thru glazed panel mounted at 43" (1090
mm) max. above the finished floor.

Relocate trash bin to provide the required 18" (457 mm) min.
maneuvering clearance on the pull side of the door (2010 ADA Fig.
404241)

Priority

Cost

$1,500.00

$0.00

$131.00

$428.03

$428.03

$428.03

$131.00

$0.00

$450.00

$0.00

$450.00

$697.18

$1,029.03

$898.00

$55.00

$291.64

$55.00

$291.64

$1,029.03

$131.00

$131.00

$1,891.00

$55.00

$149.95

$0.00

$55.00

$149.95

$500.00

$500.00

$500.00

$500.00

$55.00




Fulton County ADA Transition Plan

ARTS AND CULTURE
Appendix 7-10

Department

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Bldg Name

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Address

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

Room No. Name

Physical Obstacle

Unisex
on Left

Classroom No. 10 (Media
Arts)

Wheel Pottery Room No. 14

Trash bin over ing cle
on the pull side of the door.

Desk over i on
the pull side of the door.

Shelf over i on
the pull side of the door reducing it to 5.5" (140 mm)

Boys
Adjacent to Activity Room
No. 10

Multipurpose Room

Room Adjacent to Activity
Room in Front of Classroom
No. 10

Boys Accessible Restroom
Adjacent to Activity Room
No. 10

Main Entrance

Unisex Accessible Restroom
on Right

Unisex

on the pull side of the door is
39.5" (1003 mm) wide for a parallel latch approach.

Non-compliant knob-type door hardware, requiring
grasping and turning of the wrist to operate.

Non-compliant knob-type door hardware, requiring

grasping and turning of the wrist to operate.

Door closing time is less than 5 seconds.

Door has a non-compliant opening force of 12 Ibf.

Door has a non-compliant opening force of 9 Ibf.

on Left

Boys Accessible Restroom
Adjacent to Activity Room
No. 10

Ramp Leading to The Main
Entrance

Two Accessible Parking
Spaces by Parks and
Recreation Building

Two Accessible Parking
Spaces by Entrance to
Baseball Field

Two Accessible Parking
Spaces by Parks and
Recreation Building

Accessible Parking Spaces
by Ramp Leading to Main
Entrance

Two Accessible Parking
Spaces by Parks and
Recreation Building

Two Accessible Parking
Spaces by Entrance to
Baseball Field

Door has a pliant opening force of 7 Ibf.
Door has a non-compliant opening force of 16 Ibf.

The top portion of the ramp does not provide a curb
or barrier edge protection.

The surface of the accessible parking space on left
is cracked and has gaps up to 1" (25 mm).

The surface of the accessible parking space on left
is cracked.

Van accessible parking space on left is 126" (3200
mm) wide measured from centerline to the
centerline.

Van-accessible parking space is not clearly outlined
or needs to be restriped.

Van accessible parking space on right is 107" (2718
mm) wide measured from centerline to the
centerline.

Accessible parking space is 93" (2362 mm) wide
from centerline to centerli

ADA Code

8404.2.4

8404.2.4

§404.2.4

8404.2.4

8404.2.7

8§404.2.7

§404.2.8.1

§404.2.9

§404.2.9

8404.2.9

§404.2.9

8405.9.2

§502

§502

§502.2

§502.2

§502.3

§502.3.1

Proposed Correction

Relocate trash bin to provide the required 18" (457 mm) min.
maneuvering clearance on the pull side of the door (2010 ADA Fig.
404.2.4.1).

Relocate desk to provide the required 18" (457 mm) min.
maneuvering clearance on the pull side of the door (2010 ADA Fig.
404.2.4.1).

Relocate shelf to provide the required 18" (457 mm) min.
maneuvering clearance on the pull side of the door (2010 ADA Fig.
404.2.4.1).

Install an automatic door opener and/or rework privacy partition to
provide the required 24" (609 mm) min. maneuvering clearance on
the pull side of the door for a parallel latch side approach and 54"
(1370 mm) min. deep clear floor area (For door with a closer)
(2010 ADA Fig. 404.2.4.1).

Replace or retrofit with system operable with one hand, not
requiring pinching, tight grasping or turning of the wrist to operate.

Replace or retrofit with system operable with one hand, not
requiring pinching, tight grasping or turning of the wrist to operate.

Provide a sweep period of 5 seconds min. measured from 90°
open position to a position of 12° from door latch.

Adjust or replace door closer, maintain door hinges to provide an
opening force not to exceed 5 Ibf.

Adjust or replace door closer, maintain door hinges to provide an
opening force not to exceed 5 Ibf.

Adjust or replace door closer, maintain door hinges to provide an
opening force not to exceed 5 Ibf.

Adjust or replace door closer, maintain door hinges to provide an
opening force not to exceed 5 Ibf.

Rework ramp to provide a curb or barrier that prevents the
passage of a 4" (100 mm) diameter sphere, where any portion of
the sphere is within 4" (100 mm) of the finished floor or ground
surface (2010 ADA Fig 405.9.2)

Rework and clean accessible parking spaces to provide a stable,
firm, and slip-resistant floor with surface slopes not exceeding 2%.

Rework and clean accessible parking spaces to provide a stable,
firm, and slip-resistant floor with surface slopes not exceeding 2%.

Restripe to provide a van-accessible parking space 132" (3352
mm) min. wide and a 60" (1524 mm) min. wide access aisle with a
surface slope not exceeding 2% in all directions (2010 ADA Figs.
502.2 - 502.3).

Restripe to provide a van-accessible parking space 132" (3352
mm) min. wide and a 60" (1524 mm) min. wide access aisle with a
surface slope not exceeding 2% in all directions (2010 ADA Figs.
502.2 - 502.3).

Restripe to provide a van-accessible parking space 132" (3352
mm) min. wide and a 60" (1524 mm) min. wide access aisle with a
surface slope not exceeding 2% in all directions (2010 ADA Figs.
502.2 - 502.3).

Restripe to provide an accessible parking space 96" (2438 mm)
min. wide and a 60" (15258 mm) min. wide access aisle with a
surface slope not exceeding 2% in all directions (2010 ADA Figs.
502.3).

Priority

B

Cost

$55.00

$55.00

$131.00

$1,500.00

$291.64

$291.64

$131.00

$131.00

$131.00

$131.00

$131.00

$3,200.00

$0.00

$0.00

$1,897.39

$427.83

$1,897.39

$0.00




Fulton County ADA Transition Plan
ARTS AND CULTURE
Appendix 7-10

Department

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Arts and Culture

Bldg Name

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Cliftondale Arts Center

Address

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

4654 Butner Rd SW
Atlanta, GA 30349

Room No. Name

Two Accessible Parking
Spaces by Entrance to
Baseball Field

Two Accessible Parking
Spaces by Entrance to
Baseball Field

Two Accessible Parking
Spaces by Entrance to
Baseball Field

Two Accessible Parking
Spaces by Entrance to
Baseball Field

Two Accessible Parking
Spaces by Entrance to
Baseball Field

Two Accessible Parking
Spaces by Entrance to
Baseball Field

Work Stations at Corridor

Classroom No. 10 (Media
Arts)

Activity Room in Front of
Classroom No. 10

Auditorium

Classroom No. 8

Classroom No. 10 (Media
Arts)

Activity Room in Front of
Classroom No. 10

Room Adjacent to Activity
Room in Front of Classroom
No. 10

Girls Accessible
Adjacent to Activity Room
No. 10

Dance Studio Room No. 12

Visual Arts Room No. 9

Room No. 11

‘Wheel Pottery Room No. 14

Physical Obstacle ADA Code

Accessible parking space on right is 87.5" (2222 §502.3.1
mm) wide from terline to centerli
Access aisle has a non-compliant surface slope of §502.4
up to 3.3%
Accessible parking space has a non-compliant §502.4
surface slope of up to 2.7%
Signage indicating accessible parking on left is §502.6
mounted at 32" (813 mm) above the finished floor.
Signage indicating accessible parking on right is §502.6
mounted at 56.5" (1435 mm) above the finished
floor.
Accessible parking space on right has a non- §504.2
compliant running slope of up to 2.7%
Computers do not appear to have accessible §508
software.
Computers do not appear to have accessible §508
software.
Computers do not appear to have accessible 8508
software.
Auditorium does not have permanent room §703.4.1
identifying sign with Braille or raised characters.
Permanent room identifying signage does not have §703.4.1
Braille or raised characters and is mounted over the
door header.
Permanent room identifying signage does not have §703.4.1
Braille or raised characters.
Activity room does not have permanent identifying §703.4.1
signage with Braille or raised characters.
Classroom does not have identifying signage with §703.4.1
Braille or raised characters.

t room i signage does not have §703.4.1
Braille or raised characters and is mounted on the
door leaf.
Permanent room identifying signage does not have §703.4.1
Braille or raised characters.
Permanent room identifying signage does not have §703.4.1
Braille or raised characters.
Permanent room identifying signage does not have §703.4.1
Braille or raised characters and is mounted over the
door header.
Permanent room identifying signage does not have §703.4.1

Braille or raised characters.

Proposed Correction Priority
Restripe to provide an accessible parking space 96" (2438 mm) B
min. wide and a 60" (15258 mm) min. wide access aisle with a
surface slope not exceeding 2% in all directions (2010 ADA Figs.
502.3).
Rework or repave to provide an access aisle with surface slope not B
exceeding 2% in all directions.
Rework or repave to provide an accessible parking space with B
surface slope not exceeding 2% in all directions.
Install signage indicating accessible parking that displays the B
international symbol of accessibility and mount at 60" (1524 mm)
min. above the finished floor.
Install signage indicating accessible parking that displays the B

international symbol of accessibility and mount at 60" (1524 mm)

min. above the finished floor.

Rework or repave to provide an accessible parking space with B
surface slope not exceeding 2% in all directions.

Title Il of the ADA requires that programs, services and activities B
offered by public agencies be accessible to persons with
disabilities. Section 508 of the Rehabilitation Act of 1973 provides
idelines for ing, procuring, maintaining, or using electronic
and information technology.
Per Section 508 ensure computer provides accessible
hardware/software

Title Il of the ADA requires that programs, services and activities B
offered by public agencies be accessible to persons with
disabilities. Section 508 of the Rehabilitation Act of 1973 provides
idelines for ing, procuring, maintaining, or using electronic
and information technology.
Per Section 508 ensure computer provides accessible
hardware/software

Title Il of the ADA requires that programs, services and activities B
offered by public agencies be accessible to persons with
disabilities. Section 508 of the Rehabilitation Act of 1973 provides

for ping, procuring, or using electronic

l infrrmatinn tashnalnm,
Provide signage on latch side with raised characters and grade 2 B
Braille, mounted at 48 inches min. measured from the baseline of

the lowest tactile character and 60 inches max. from the baseline of

the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2 B
Braille, mounted at 48 inches min. measured from the baseline of

the lowest tactile character and 60 inches max. from the baseline of

the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2 B
Braille, mounted at 48 inches min. measured from the baseline of

the lowest tactile character and 60 inches max. from the baseline of

the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2 B
Braille, mounted at 48 inches min. measured from the baseline of

the lowest tactile character and 60 inches max. to the baseline of

the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2 B
Braille, mounted at 48 inches min. measured from the baseline of

the lowest tactile character and 60 inches max. from the baseline of

the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2 B
Braille, mounted at 48 inches min. measured from the baseline of

the lowest tactile character and 60 inches max. from the baseline of

the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2 B
Braille, mounted at 48 inches min. measured from the baseline of

the lowest tactile character and 60 inches max. from the baseline of

the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2 B
Braille, mounted at 48 inches min. measured from the baseline of

the lowest tactile character and 60 inches max. from the baseline of

the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2 B
Braille, mounted at 48 inches min. measured from the baseline of

the lowest tactile character and 60 inches max. from the baseline of

the highest tactile character (2010 ADA Fig. 703.4.1).

Provide signage on latch side with raised characters and grade 2 B
Braille, mounted at 48 inches min. measured from the baseline of

the lowest tactile character and 60 inches max. from the baseline of

the highest tactile character (2010 ADA Fig. 703.4.1).

Cost

$0.00

$0.00

$1,897.39

$0.00

$0.00

$1,897.39

$1,500.00

$1,500.00

$1,500.00

$149.95

$149.95

$149.95

$149.95

$149.95

$149.95

$149.95

$149.95

$149.95

$149.95







